
root
content_version = 1_0

memory
memory-generation-id# = 0x0

cpus

phys_io

platform
banner_name = Sun_Fire_T200
name = SUNW_Sun_Fire_T200

stick-frequency = 0xdeadbeef
watchdog-resolution = 0x3e8

watchdog-max-timeout = 0x757b12c00
max-cpus = 0x20

mac-address = 0x8003dead03
hostid = 0x80112233
serial# = 0xab4130

domaining-enabled = 0x0

platform_services

openboot

firmware
max_guests = 0x20

max_hv_ldcs = 0x40
max_guest_ldcs = 0x100

virtual-devices
name = virtual_devices

device_type = virtual_devices
cfg-handle = 0x100

probe-list = 0x1f

channel-endpoints

ldc_endpoints

components

memory-segments

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x0
size = 0x0

mblock
base = 0x800000
size = 0xf800000

cpu
id = 0x0

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x2

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x3

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x4

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x5

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x6

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x7

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x8

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x9

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xa

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xb

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xc

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xd

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xe

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0xf

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x10

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x11

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x12

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x13

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x14

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x15

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x16

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x17

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x18

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x19

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1a

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1b

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1c

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1d

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1e

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

cpu
id = 0x1f

pid = 0xffffffffffffffff
clock-frequency = 0xdeadbeef

nwins = 0x8
mmu_type = sun4v
mmu_compatible = 

mmu-#context-bits = 0xd
mmu-#shared-contexts = 0x0

mmu-max-#tsbs = 0x2
mmu-page-size-list = 0x2b

mmu-#va-bits = 0x30
q-cpu-mondo-#bits = 0x8
q-dev-mondo-#bits = 0x8
q-resumable-#bits = 0x8

q-nonresumable-#bits = 0x8

iodevice
name = pci

pseudonym = bus_a
disabled = 0x0

device_type = pciex
cfg-handle = 0x780

ino-bitmap = 0xf
probe_list = 0
#msi = 0x100

msi-data-mask = 0xff
msi-eq-size = 0x80

msix-data-width = 0x20
#msi-eqs = 0x24

iodevice
name = pci

pseudonym = bus_b
disabled = 0x0

device_type = pciex
cfg-handle = 0x7c0
ino-bitmap = 0xf0

probe_list = 0
#msi = 0x100

msi-data-mask = 0xff
msi-eq-size = 0x80

msix-data-width = 0x20
#msi-eqs = 0x24

disk_nac
phys_path = _pci_780_pci_0_pci_9_scsi_0_sd_0_0

nac_name = HDD0

disk_nac
phys_path = _pci_780_pci_0_pci_9_scsi_0_sd_1_0

nac_name = HDD1

disk_nac
phys_path = _pci_780_pci_0_pci_9_scsi_0_sd_2_0

nac_name = HDD2

disk_nac
phys_path = _pci_780_pci_0_pci_9_scsi_0_sd_3_0

nac_name = HDD3

devalias
virtual_console = _virtual_devices_console_1

scsi = _pci_780_pci_0_pci_9_scsi_0
disk = _pci_780_pci_0_pci_9_scsi_0_disk_0
disk0 = _pci_780_pci_0_pci_9_scsi_0_disk_0
disk1 = _pci_780_pci_0_pci_9_scsi_0_disk_1
disk2 = _pci_780_pci_0_pci_9_scsi_0_disk_2
disk3 = _pci_780_pci_0_pci_9_scsi_0_disk_3

cdrom = _pci_7c0_pci_0_pci_1_pci_0_ide_8_cdrom_0_0_f
ide = _pci_7c0_pci_0_pci_1_pci_0_ide_8
net = _pci_780_pci_0_pci_1_network_0
net0 = _pci_780_pci_0_pci_1_network_0

net1 = _pci_780_pci_0_pci_1_network_0_1
net2 = _pci_7c0_pci_0_pci_2_network_0

net3 = _pci_7c0_pci_0_pci_2_network_0_1
nvram = _virtual_devices_nvram_3

ttya = _pci_7c0_pci_0_pci_1_pci_0_isa_2_serial_0_3f8

read_only_memory
name = System_PROM

base = 0xfff0000000
size = 0x800000

channel-devices
name = channel_devices

device_type = channel_devices
cfg-handle = 0x200

virtual-device
name = ncp

cfg-handle = 0x4

channel-endpoint
id = 0x5

tx-ino = 0xa
rx-ino = 0xb

channel-endpoint
id = 0x6

tx-ino = 0xc
rx-ino = 0xd

channel-endpoint
id = 0x7

tx-ino = 0xe
rx-ino = 0xf

channel-endpoint
id = 0x8

tx-ino = 0x10
rx-ino = 0x11

channel-endpoint
id = 0x9

tx-ino = 0x12
rx-ino = 0x13

channel-endpoint
id = 0xa

tx-ino = 0x14
rx-ino = 0x15

ldc_endpoint
resource_id = 0x0
target_type = 0x2

channel = 0x5
target_channel = 0x3

tx-ino = 0xa
rx-ino = 0xb

ldc_endpoint
resource_id = 0x1
target_type = 0x2

channel = 0x6
target_channel = 0x4

tx-ino = 0xc
rx-ino = 0xd

ldc_endpoint
resource_id = 0x2
target_type = 0x2

channel = 0x7
target_channel = 0x5

tx-ino = 0xe
rx-ino = 0xf

ldc_endpoint
resource_id = 0x3
target_type = 0x2

channel = 0x8
target_channel = 0x6

tx-ino = 0x10
rx-ino = 0x11

ldc_endpoint
resource_id = 0x4
target_type = 0x2

channel = 0x9
target_channel = 0x7

tx-ino = 0x12
rx-ino = 0x13

ldc_endpoint
resource_id = 0x5
target_type = 0x2

channel = 0xa
target_channel = 0x8

tx-ino = 0x14
rx-ino = 0x15

ldc_endpoint
resource_id = 0x6
target_type = 0x0

channel = 0x3
target_guest = 0x0

target_channel = 0x5

ldc_endpoint
resource_id = 0x7
target_type = 0x0

channel = 0x4
target_guest = 0x0

target_channel = 0x6

ldc_endpoint
resource_id = 0x8
target_type = 0x0

channel = 0x5
target_guest = 0x0

target_channel = 0x7

ldc_endpoint
resource_id = 0x9
target_type = 0x0

channel = 0x6
target_guest = 0x0

target_channel = 0x8

ldc_endpoint
resource_id = 0xa
target_type = 0x0

channel = 0x7
target_guest = 0x0

target_channel = 0x9

ldc_endpoint
resource_id = 0xb
target_type = 0x0

channel = 0x8
target_guest = 0x0

target_channel = 0xa

component
type = chassis

part_number = 0000000
serial_number = 000000

dash_number = 00
rev_number = 00

memory-segment
base = 0x0
size = 0x0

exec-unit

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

exec-unit

exec-unit

exec-unit

cache
level = 0x1

line-size = 0x20
size = 0x4000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x1

line-size = 0x10
size = 0x2000

associativity = 0x4

tlb
level = 0x1

entries = 0x40
associativity = 0x0

page-size-list = 0x2b

cache
level = 0x2

line-size = 0x40
size = 0x300000

associativity = 0xc

network-vpds

network-vpd
device_path = _pci_780_pci_0_pci_1_network_0

mac-address = 0x0

network-vpd
device_path = _pci_780_pci_0_pci_1_network_0_1

mac-address = 0x0

network-vpds

network-vpd
device_path = _pci_7c0_pci_0_pci_2_network_0

mac-address = 0x0

network-vpd
device_path = _pci_7c0_pci_0_pci_2_network_0_1

mac-address = 0x0

virtual-device
name = virtual_channel_client

device_type = serial
cfg-handle = 0x2

virtual-device
name = virtual_channel

device_type = serial
cfg-handle = 0x3

virtual-device-port
name = vldc_port

id = 0x0
vldc_svc_name = spfma

virtual-device-port
name = vldc_port

id = 0x1
vldc_svc_name = sunvts

virtual-device-port
name = vldc_port

id = 0x2
vldc_svc_name = sunmc

virtual-device-port
name = vldc_port

id = 0x3
vldc_svc_name = explorer

virtual-device-port
name = vldc_port

id = 0x4
vldc_svc_name = led

virtual-device-port
name = vldc_port

id = 0x5
vldc_svc_name = flashupdate

memory-bank
size = 0x0

match = 0x0
mask = 0x0

component
type = dimm

nac = MB_CMP0_BR0_CH0_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = systemboard

fru = 0x1
part_number = 0000000
serial_number = 000000

dash_number = 00
rev_number = 00

component
type = processor

serial_number = 0x0
fru = 0x0

component
type = dimm

nac = MB_CMP0_BR0_CH0_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR0_CH1_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR0_CH1_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR1_CH0_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR1_CH0_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR1_CH1_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR1_CH1_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR2_CH0_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR2_CH0_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR2_CH1_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR2_CH1_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR3_CH0_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR3_CH0_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR3_CH1_D0
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = dimm

nac = MB_CMP0_BR3_CH1_D1
fru = 0x1

part_number = 0000000
serial_number = 000000000000000000

dash_number = 00
rev_number = 00

component
type = io

nac = IOBD_PCIEa
path = __780

component
type = io

nac = IOBD_PCIEb
path = __7c0

component
type = io

nac = PCIX1
path = __7c0__0__1__0_2__1

component
type = io

nac = PCIX0
path = __7c0__0__1__0_2__2

component
type = io

nac = PCIE2
path = __7c0__0__9__0

component
type = io

nac = PCIE1
path = __7c0__0__8__0

component
type = io

nac = PCIE0
path = __780__0__8__0

component
type = io

nac = IOBD_USB0
path = __7c0__0__1__0__5

component
type = io

nac = IOBD_USB1
path = __7c0__0__1__0__5

component
type = io

nac = IOBD_USB2
path = __7c0__0__1__0__6

component
type = io

nac = IOBD_USB3
path = __7c0__0__1__0__6

component
type = io

nac = DVD
path = __7c0__0__1__0__8

component
type = io

nac = TTYA
path = __7c0__0__1__0__2__3f8

component
type = io

nac = IOBD_GBE0
path = __780__0__1__0

component
type = io

nac = IOBD_GBE1
path = __7c0__0__2__0

component
type = strand

id = 0x0

rom_img
name = ResetConfig

offset = 0x0
size = 0x20000

rom_img
name = Hypervisor
offset = 0x20000
size = 0x60000

rom_img
name = OpenBoot
offset = 0x80000
size = 0x80000

alignment = 0x800000
min_allocation = 0xc00000

guest_use = 0x1

virtual-devices
name = virtual_devices

device_type = virtual_devices
cfg-handle = 0x100

probe-list = 0x1f


